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4 lbs

9 lbs

15 inches

5 inches

10 Amps

3 - 12 Amps

VOLUME-ELECTROLYTE Approx 52 oz

1

1

1

1

1 SET

HYDROGEN UNIT TO ENGINE AIR INTAKE

WIRING FROM UNIT TO PANEL, ETC

WIRING INSTALLATION

MOUNTING HYDROGEN UNIT

MOUNTING METER PANEL

TECHNICAL SPECIFICATION-AUTO UNITNVICORPORATION 205121
10/24/2008

REVISION - 0

DIAMETER

MAX AMPS RECOMMENDED

RANGE-AMPS

TECHNICAL SPECIFICATIONS

UNIT WEIGHT (EMPTY)

UNIT WEIGHT (FULL)

HEIGHT

INSTALLATION DEPENDENT

INSTALLATION DEPENDENT

INSTALLATION INSTRUCTIONS

HYDROGEN CANISTER

ITEMS SHIPPED WITH UNIT

AMP METER PANEL

RELAY, 30 AMP

VARIOUS WIRE TERMINALS

VARIOUS CLAMPS/WIRE TIES

VARIOUS SCREWS

1/2" FITTING (H2 to engine intake)

INSTALLATION DEPENDENT

ADDITIONAL MATERIALS REQUIRED FOR INSTALLATION

INSTALLATION DEPENDENT

INSTALLATION DEPENDENT

1/2" ID FUEL LINE HOSE

12 AWG STRANDED WIRE

15.0

"

5.0"

H2 

GENERATOR

AUTO

0

METER PANEL

3.25"

4.5"

Amp meter

On / Off 

Switch

Water Level 

Indicator
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